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Supply Voltage Ground

DMX Data -

DMX Data +

Supply Voltage +24V DC

DMX Data -

DMX Data +

Supply Voltage +24V DC

Supply Voltage Ground/Screen
bl 0,38 mm²

rt 0,38 mm²

sw 2,0 mm²

rt 2,0 mm²

Rainbow Power/Data Cable

Power Supply Colour Changer(s)

The screen is only to be connected on the male plug's end -
on the female connector the screen wire stays isolated (floating)..

Generally the XLR connector's.housing are not connected to
screen or signal ground.

XLR 4-pole
female

XLR 4-pole
male

English translation 16.09.98
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Screen

DMX Data -

DMX Data +

bl 0,38 mm²

rt 0,38 mm²

Sw 2,0 mm²

rt 2,0 mm²
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Screen

DMX Data -

DMX Data +

bl 0,38 mm²

rt 0,38 mm²

Sw 2,0 mm²

rt 2,0 mm²

Adapter-Cable Rainbow / Strand

Rainbow Part Strand Part

XLR 4-pole
male

XLR 4-pole
female

XLR 5-pole
female

XLR 5-pole
male

English Translation 16.09.98

Supply Voltage +24V DC

Supply Voltage +24V DC

Supply Voltage +24V DC

Supply Voltage +24V DC

DMX Data +

DMX Data +

DMX Data -

DMX Data -

Supply Voltage Ground/Screen

Supply Voltage Ground

Supply Voltage Ground

Supply Voltage Ground/Screen
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bl 0,38 mm²

rt 0,38 mm²

sw 2,0 mm²

rt 2,0 mm²

XLR 5-polig
male

XLR 5-polig
female

Strand Power/Data Cable

Screen

Supply Voltage Ground

DMX Data -

DMX Data +

Supply Voltage +24V DC

DMX Data -

DMX Data +

Supply Voltage +24V DC

Screen

Supply Voltage Ground

Power Supply Colour Changer(s)

The screen is to be connected on both ends - the male plug's end
and on the female connector.

Generally the XLR connector's.housing are not connected to
screen or signal ground.


